
E-LOCK 24 Vdc

Electric additional locking device

	› Stainless steel case.

	› Provided with an emergency unlocking mechanism.

	› Different strokes and directions can be selected by dip-

switches.

	› Available on request E-LOCK F-SIGNAL version that provides 

lock/unlock feedback signal.

	› It is possible to install two E-LOCK drives on one window: 

contact our Technical Department for the special 

configuration.

For installation remarks refer to the section at page 33 or contact 

UCS’s technical department for further information.

E-LOCK has been designed to be used in combination with 

electric chain actuators series NANO, QUASAR, VEGA and SIRIUS 

in 24 Vdc version.

The operation of the window hardware happens through a fork, 

that can be mounted on both sides of the drive:

	› Short Fork, in case the  E-LOCK is integrated into the 

window profile.

	› Long Fork, in case the E-LOCK is installed on the profile, 

through a slot in the profile itself.

Available cover in silver anodized aluminum to hide the locking 

device.

Linear drive designed to operate the 
window hardware and ensure the 
closing tightness.
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VERSION DC VERSION BMSline VERSION

VOLTAGE SUPPLY 24 Vdc ± 10% 24 Vdc ± 10%

CURRENT ABSORPTION (max load) 0,3 A 0,3 A

OPERATION polarity inversion via Modbus RTU

STROKE (selectable by switches) 19 - 38 mm 19 - 38 mm

MAX FORCE (see force/stroke diagram) 600N 600N

OPENING SPEED ≈ 1,6 mm/s ≈ 1,6 mm/s

CLOSING SPEED ≈ 1,6 mm/s ≈ 1,6 mm/s

DUTY CYCLE 50% 50%

PARALLEL CONNECTION Yes Yes

LIMIT STOP Hall sensor Hall sensor

SAFETY STOP Electronic Electronic

PROTECTION CLASS IP32 IP32

MODEL SYNCHRO FEEDBACK CABLE & BUS LINE STROKE → COLOUR / ↓ PART No. 

STAINLESS 
STEEL

E-LOCK DC - - Not included 19 - 38 mm 48240E

E-LOCK BMSline - All features via 
BUS line

Not included 19 - 38 mm 48241F

42138L GREY RAL 9006 48230U

BLACK RAL 9005 48231V

WHITE RAL 9010 48130Y

48242G INCLUDED 41596Q
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TECHNICAL DATA

DIMENSIONS

DC POWER SUPPLY (24 Vdc)

PART No.

POSSIBLE APPLICATIONS & ACCESSORIES

INSTALLATION EXAMPLE 01

INSTALLATION EXAMPLE 02

Integrated ino the window profile with Short Fork.

Intstalled on the profile with Long Fork and Cover.

Long Fork Alumium cover

Emergency unlocking toolShort Fork

OPERATION LOGIC

E-LOCK DC

Opening: the E-Lock actuator unlocks the hardware and, only after the complete release, the power is supplied to the chain actuator for the 

window opening.

Closing: the E-lock actuator remains in the unlock position until the fully closing operation of the chain actuator, and then locks the window 

hardware.

The sequence of the operations happens in two ways:

a) delay, selectable by dip switches

b) feedback signal , from microswitches or magnetic contacts installed on the window or signal coming from UCS chain actuators in 

“F-Signal” versions.

E-LOCK BMS communicates via BUS line with BMSline actuators or with NANO DC SYNCHRO chain actuator, whose electronic board 

manages the feedback information and checks the locking or unlocking status of the hardware.

E-LOCK
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PLUSULTRA RIGHT GREY RAL 9006 41428TRN

PLUSULTRA RIGHT BLACK RAL 9005 41429TRN

PLUSULTRA RIGHT WHITE RAL 9010 41430TRN

PLUSULTRA LEFT GREY RAL 9006 41431TRN

PLUSULTRA LEFT BLACK RAL 9005 41432TRN

PLUSULTRA LEFT WHITE RAL 9010 41433TRN

109

48
.5

35
.5

10

4333 33

o 7

50

PLUSULTRA TURN SX / LEFT

98
.5

12.5 mm300 N

12.5 mm300 N

90°

0.34 N·m

90°

0.34 N·m

PLUSULTRA TURN DX / RIGHT
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PLUSULTRA TURN DX / RIGHT

PLUSULTRA

Additional locking device - Not motorized

PlusUltra is an easy inexpensive 
solution for the automation of 
windows with multiple locking 
points, avoiding the installation 
of additional electric actuators 
(or electronic locks).

PART No.

	› It is suitable for outward opening windows.

	› PlusUltra has to be installed together with chain actuators series QUASAR and VEGA. 

A version for manual opening mechanism is also available.

	› The force to release the locking points (before opening) and engage them again (after 

complete closing) is supplied by the chain of the electric actuator during the first part 

of its travel.

	› The transmission of the movement is provided by 90° rotation of the standard pin 

for internal gear (7x7 mm) included in PlusUltra. The gearbox integrated in the profile 

operates the bars of the multiple docking hardware.

	› PlusUltra provides max torque of 0.34 Nm, usually suitable for operation of max 4 

locking points.

	› According to the actuator to which it is connected, different fixing systems              

are necessary.

	› Avaialble two versions: 

	› PLUSULTRA LEFT for gearbox with clockwise closing rotation.

	› PLUSULTRA RIGHT for gearbox with counterclockwise closing rotation.

POSSIBLE CONFIGURATIONS

PLUSULTRA RIGHT/LEFT + QUASAR (electric actuator) + specific brackets.

PLUSULTRA RIGHT/LEFT + VEGA (electric actuator) + specific brackets.

NOTE: Product with minimum order quantity required - contact UCS Sales Office.

INSTALLATION EXAMPLES

Top hung roof 
window.

Top hung 
window.

Side hung 
window.

Closing: PlusUltra system engages the locking points after the 

complete window closing.

PLUSULTRA RIGHT

Opening: PlusUltra system releases the locking points before the 

window opening.

PLUSULTRA LEFT

OUTWARD OPENING

DIMENSIONS
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